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TECHNICAL BULLETIN
PRODUCT: BUDERUS SOLAR COLLECTORS

STORAGE OF BUDERUS
SOLAR COLLECTORS ON SITE
When storing Solar Collectors on site prior to
installation, various points must be taken into
consideration and some points must be adhered to.


Only store collectors in dry conditions and
preferably on the side edge of the panel.



If storing the collectors for any period of time in
the open, ensure the collectors are covered
with a tarpaulin which protects from both direct
sunlight and rain.

Please remember if the solar collectors are left
uncovered in the open and exposed to solar radiation
for even small amounts of time, they may cause burns
to unprotected skin when touching the solar collector.
For further information please consult the relevant
installation manual.

Whilst it is always our intention to fully assist, it is essential to recognise that all information given by the company in response to an enquiry of any nature is provided in good faith and based upon the information
provided with the enquiry. We recommend that advice should always be checked with your installer or contract partner. Consequently, the company cannot be held responsible for any liability relating to the use or
repetition of such information or part thereof. In addition, whilst making every reasonable effort to monitor the performance and quality of our supply, installation and service network, we do not accept responsibility
for the workmanship or operation of any third party company that the company may have promoted either in conversation, e-mail or other communication.
Similarly, the views and opinions expressed in communication with individuals within the company may not reflect that of the business as a whole.
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